Cement, Concrete, and Aggregates
Index to Volume 9
1987

<table>
<thead>
<tr>
<th>Number</th>
<th>Issue</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Summer</td>
<td>3-56</td>
</tr>
<tr>
<td>2</td>
<td>Winter</td>
<td>57-172</td>
</tr>
</tbody>
</table>

A
Abdul-Maula, S.: see Odler, I. and Abdul-Maula, S.
Absorption: The Rate of Absorption of Aggregates (Winslow), Winter, 154
Admixtures: Mechanical Properties and Workability of Superplasticized Concrete (Jerath and Yamane), Summer, 12
Age-strength relation: Shrinkage and Creep of Concrete Containing 50% Lignite Fly Ash at High Temperatures (Nasser and Al-Manaseer), Winter, 95
Aggregates: The Rate of Absorption of Aggregates (Winslow), Winter, 154
Alcain, P.-C.: see Sarkar, S. L. and Alcain, P.-C.
Al cement: see Sarkar, S. L. and Alcain, P.-C.
Alkaline-substituted calcium aluminates: KCrA: X-Ray Diffraction Characterization of the Compound and Comparison with NCsA3 and CxA (Gehhardt), Winter, 117
Carino, N. J.: see Helli, R. A. K., Sanalone, M., Carino, N. J., Stone, W. C., and Ingraffea, A. R.
Cement hydration: Effect of Chemical Admixtures on Portland Cement Hydration (Odler and Abdul-Maula), Summer, 38
Chemical admixtures: Effect of Chemical Admixtures on Portland Cement Hydration (Odler and Abdul-Maula), Summer, 38
Chlorides: Application of the Rapid Chloride Permeability Test to Evaluation of Penetrating Sealers for Concrete, Summer, 49
An Experiment to Investigate Chloride Intrusion on Construction Joints in Concrete (Denes and Buck), Winter, 80
The Inhibition of Chloride-Induced Corrosion in Reinforced Concrete by Calcium Nitrite (Gaidis and Rosenberg), Summer, 30
Cimilli, T.: see Oztekin, E. and Cimilli, T.
Coal: Discussion on “Factors Affecting the Reactivity of Fly Ash from Western Coals” by H. A. Harris, J. L. Thompson, and T. E. Murphy (Butler), Winter, 159
Factors Affecting the Reactivity of Fly Ash from Western Coals (Harris, Thompson, and Murphy), Summer, 34
Comparative strength: Comparative Study of the Microstructures of Normal and Very High-Strength Concretes (Sarkar and Aitcin), Winter, 57
Concrete: Cost-Effective Control of Concrete Quality Using Small Specimens of Mortar Extracted from Concrete (Johnston and Smith), Winter, 82
High-Strength Semi-Lightweight Concrete with Up to 50% Fly Ash by Weight of Cement (Johnston and Malhotra), Winter, 101
Statistics of Shrinkage Test Data (Wittmann, Bazant, Alou, and Kim), Winter, 129
Corrosion: The Inhibition of Chloride-Induced Corrosion in Reinforced Concrete by Calcium Nitrite (Gaidis and Rosenberg), Summer, 30
Creep: Shrinkage and Creep of Concrete Containing 50% Lignite Fly Ash at High Temperatures (Nasser and Al-Manaseer), Winter, 95

B
Balaguru, P. and Ramakrishnan, V.: Comparison of Slump Cone and V-B Tests as Measures of Workability for Fiber-Reinforced and Plain Concrete, Summer, 3
Blodeau, A.: see Malhotra, V. M., Painter, K. A., and Blodeau, A.
Blast furnace slag cements: History and Use of Blended Cements in Turkey (Oztekin and Cimilli), Summer, 44
Blended cements: History and Use of Blended Cements in Turkey (Oztekin and Cimilli), Summer, 44
Book reviews
Nordic Concrete Research (Mather), Winter, 160
Buck, A. D.: see Denes, T. and Buck, A. D.
Butler, W. H.: Discussion on “Factors Affecting the Reactivity of Fly Ash from Western Coals” by H. A. Harris, J. L. Thompson, and T. E. Murphy, Winter, 159

C
Calcium aluminates phases: KCrA: X-Ray Diffraction Characterization of the Compound and Comparison with NCsA3 and CxA (Gehhardt), Winter, 117
Carino, N. J.: see Helli, R. A. K., Sanalone, M., Carino, N. J., Stone, W. C., and Ingraffea, A. R.
Cement hydration: Effect of Chemical Admixtures on Portland Cement Hydration (Odler and Abdul-Maula), Summer, 38
Chemical admixtures: Effect of Chemical Admixtures on Portland Cement Hydration (Odler and Abdul-Maula), Summer, 38
Chlorides: Application of the Rapid Chloride Permeability Test to Evaluation of Penetrating Sealers for Concrete, Summer, 49
An Experiment to Investigate Chloride Intrusion on Construction Joints in Concrete (Denes and Buck), Winter, 80
The Inhibition of Chloride-Induced Corrosion in Reinforced Concrete by Calcium Nitrite (Gaidis and Rosenberg), Summer, 30
Cimilli, T.: see Oztekin, E. and Cimilli, T.
Coal: Discussion on “Factors Affecting the Reactivity of Fly Ash from Western Coals” by H. A. Harris, J. L. Thompson, and T. E. Murphy (Butler), Winter, 159
Factors Affecting the Reactivity of Fly Ash from Western Coals (Harris, Thompson, and Murphy), Summer, 34
Comparative strength: Comparative Study of the Microstructures of Normal and Very High-Strength Concretes (Sarkar and Aitcin), Winter, 57
Concrete: Cost-Effective Control of Concrete Quality Using Small Specimens of Mortar Extracted from Concrete (Johnston and Smith), Winter, 82
High-Strength Semi-Lightweight Concrete with Up to 50% Fly Ash by Weight of Cement (Johnston and Malhotra), Winter, 101
Statistics of Shrinkage Test Data (Wittmann, Bazant, Alou, and Kim), Winter, 129
Corrosion: The Inhibition of Chloride-Induced Corrosion in Reinforced Concrete by Calcium Nitrite (Gaidis and Rosenberg), Summer, 30
Creep: Shrinkage and Creep of Concrete Containing 50% Lignite Fly Ash at High Temperatures (Nasser and Al-Manaseer), Winter, 95

D
Denes, T. and Buck, A. D.: An Experiment to Investigate Chloride Intrusion on Construction Joints in Concrete, Winter, 80
Discrete crack model: Finite-Element Analysis of the Pullout Test Using a Nonlinear Discrete Cracking Approach (Helli, Sanalone, Carino, Stone, and Ingraffea), Summer, 20
Dolosse: An Experiment to Investigate Chloride Intrusion on Construction Joints in Concrete (Denes and Buck), Winter, 80
Durability: Significance of Interrupted Testing on the Freeze-Thaw Resistance of Fly Ash Concrete by ASTM C 666 (Method A) (Langan and Ward), Winter, 113

F
Fiber-reinforced concrete: Comparison of Slump Cone and V-B Tests as Measures of Workability for Fiber-Reinforced and Plain Concrete (Balaguru and Ramakrishnan), Summer, 3
Finite-element analysis: Finite-Element Analysis of the Pullout Test Using a Nonlinear Discrete Cracking Approach (Helli, Sanalone, Carino, Stone, and Ingraffea), Summer, 20
Fly ash: Discussion on “Factors Affecting the Reactivity of Fly Ash from Western Coals” by H. A. Harris, J. L. Thompson, and T. E. Murphy (Butler), Winter, 159
Factors Affecting the Reactivity of Fly Ash from Western Coals (Harris, Thompson, and Murphy), Summer, 34
High-Strength Semi-Lightweight Concrete with Up to 50% Fly Ash by Weight of Cement (Johnston and Malhotra), Winter, 101
Significance of Interrupted Testing on the Freeze-Thaw Resistance of Fly Ash Concrete by ASTM C 666 (Method A), Winter, 113
Freeze-Thaw Resistance
Mechanical Properties and Freezing and Thawing Resistance of High-Strength Concrete Incorporating Silica Fume (Malhotra, Painter, and Blodeau), Winter, 65
Significance of Interrupted Testing on the Freeze-Thaw Resistance of Fly Ash Concrete by ASTM C 666 (Method A), Winter, 113

Copyright © 1987 by ASTM International

www.astm.org
G

Gaidis, J. M. and Rosenberg, A. M.: The Inhibition of Chloride-Induced Corrosion in Reinforced Concrete by Calcium Nitrite, Summer, 30


Groot: An Experiment to Investigate Chloride Intrusion on Construction Joints in Concrete (Denes and Buck), Winter, 80

H

Harris, H. A., Thompson, J. L., and Murphy, T. E.: Factors Affecting the Reactivity of Fly Ash from Western Coals, Summer, 34


High-Strength Concrete

Comparative Study of the Microstructures of Normal and Very High-Strength Concretes (Sarkar and Aitcin), Winter, 57

Mechanical Properties and Freezing and Thawing Resistance of High-Strength Concrete Incorporating Silica Fume (Malhotra, Painter, and Bilodeau), Winter, 65

History of cement: History and Use of Blended Cements in Turkey (Oztekin and Cimilli), Summer, 44

I

Ingraffea, A. R.: see Hellier, A. K., Sansalone, M., Carin, N. J., Stone, W. C., and Ingraffea, A. R.

J

Jerath, S. and Yamane, L. C.: Mechanical Properties and Workability of Superplasticized Concrete, Summer, 12

Johnston, C. D. and Malhotra, V. M.: High-Strength Semi-Lightweight Concrete with Up to 50% Fly Ash by Weight of Cement, Winter, 101

Johnston, C. D. and Smith, G. J.: Cost-Effective Control of Concrete Quality Using Small Specimens of Mortar Extracted from Concrete, Winter, 82

K


L

Langan, B. W. and Ward, M. A.: Significance of Interrupted Testing on the Freeze-THaw Resistance of Fly Ash Concrete by ASTM C 666 (Method A), Winter, 113

Malhotra, V. M.: see Johnston, C. D. and Malhotra, V. M.


Mechanical properties: Mechanical Properties and Workability of Superplasticized Concrete (Jerath and Yamane), Summer, 12

Microstructures: Comparative Study of the Microstructures of Normal and Very High-Strength Concretes (Sarkar and Aitcin), Winter, 57

Murphy, T. E.: see Harris, H. A., Thompson, J. L., and Murphy, T. E.

N

Nassar, K. W. and Al-Manssereh, A. A.: Shrinkage and Creep of Concrete Containing 50% Lignite Fly Ash at High Temperatures, Winter, 95

ODer, I. and Abdul-Maula, S.: Effect of Chemical Admixtures on Portland Cement Hydration, Summer, 38

Oztekin, E. and Cimilli, T.: History and Use of Blended Cements in Turkey, Summer, 44

Painter, K. A.: see Malhotra, V. M., Painter, K. A., and Bilodeau, A.

Permeability tests: Applications of the Rapid Chloride Permeability Test to Evaluation of Penetrating Sealers for Concrete, Summer, 49

Portland cement

Discussion on "Factors Affecting the Reactivity of Fly Ash from Western Coals" by H. A. Harris, J. L. Thompson, and T. E. Murphy (Butler), Winter, 159

Factors Affecting the Reactivity of Fly Ash from Western Coals (Harris, Thompson, and Murphy), Summer, 34

Effect of Chemical Admixtures on Portland Cement Hydration (Oder and Abdul-Maula), Summer, 38

Potassium-substituted calcium aluminate: K$_2$CA$_3$: X-Ray Diffraction Characterization of the Compound and Comparison with NC$_3$A and C$_3$A (Gebhardt), Winter, 117

Pullout tests: Finite-Element Analysis of the Pullout Test Using a Nonlinear Discrete Cracking Approach (Hellier, Sansalone, Carin, Stone, and Ingraffea), Summer, 20

Q

Quality assessment: Cost-Effective Control of Concrete Quality Using Small Specimens of Mortar Extracted from Concrete (Johnston and Smith), Winter, 82

Quality control: Cost-Effective Control of Concrete Quality Using Small Specimens of Mortar Extracted from Concrete (Johnston and Smith), Winter, 82

R

Ramakrishnan, V.: see Balaguru, P. and Ramakrishnan, V.

Reinforcing steel: The Inhibition of Chloride-Induced Corrosion in Reinforced Concrete by Calcium Nitrite (Gaidis and Rosenberg), Summer, 30

Rosenberg, A. M.: see Gaidis, J. M. and Rosenberg, A. M.

S

Sansalone, M.: see Hellier, A. K., Sansalone, M., Carino, N. J., Stone, W. C., and Ingraffea, A. R.

Sarkar, S. L. and Altein, P.-C.: Comparative Study of the Microstructures of Normal and Very High-Strength Concretes, Winter, 57

Sealers: Application of the Rapid Chloride Permeability Test to Evaluation of Penetrating Sealers for Concrete, Summer, 49

Semi-lightweight concrete: High-Strength Semi-Lightweight Concrete with Up to 50% Fly Ash by Weight of Cement (Johnston and Malhotra), Winter, 101

Shrinkage

Shrinkage and Creep of Concrete Containing 50% Lignite Fly Ash at High Temperatures (Nassar and Al-Manssereh), Winter, 95

Statistics of Shrinkage Test Data (Wittmann, Bazant, Alou, and Kim), Winter, 129

Silica fume: Mechanical Properties and Freezing and Thawing Resistance of High-Strength Concrete Incorporating Silica Fume (Malhotra, Painter, and Bilodeau), Winter, 65

Slump cone: Comparison of Slump Cone and V-B Tests as Measures of Workability for Fiber-Reinforced and Plain Concrete (Balaguru and Ramakrishnan), Summer, 3

Smith, G. J.: see Johnston, C. D. and Smith, G. J.


Stone, W. C.: see Hellier, A. K., Sansalone, M., Carino, N. J., Stone, W. C., and Ingraffea, A. R.

Superplasticizers: Mechanical Properties and Workability of Superplasticized Concrete (Jerath and Yamane), Summer, 12

Sym, R.: Discussion of "A New Statistical Method for Prediction of Concrete Strength from In-Place Tests" by W. C. Stone and C. P. Reeve, Summer, 51

T

Thompson, J. L.: see Harris, H. A., Thompson, J. L., and Murphy, T. E.

W

Ward, M. A.: see Langan, B. W. and Ward, M. A.

Whiting, D.: Application of the Rapid Chloride Permeability Test to Evaluation of Penetrating Sealers for Concrete, Summer, 49
Wilson, D. N.: The Rate of Absorption of Aggregates, Winter, 154

Workability: Comparison of Slump Cone and V-B Tests as Measures of Workability for Fiber-Reinforced and Plain Concrete (Balaguru and Ramakrishnan), Summer, 3

Yamane, L. C.: see Jerath, S. and Yamane, L. C.