Alampalli, S.: see Chiewanichakorn, M., Arefm A.J., and Alampalli, S.

Chiewanichakorn, M., Arefm A.J., and Alampalli, S.: Failure Analysis of Fiber-reinforced Polymer Bridge Deck System, April, 121


Armentrout, D.: see Gentz, M., Armentrout, D., Rupnowski, P., Kumosa, L., Sutter, J.K., and Kumosa, M.


Benedikt, B.: see Armentrout, D., Kumosa, L., Kumosa, M., and Benedikt, B.

Bucinell, R.: Calendar on Composites, July, 184

Bucinell, R.: see Bucinell,

Chandra, R.: see Chandra, R., Singh, S.P., and Gupta, K.


Chiewanichakorn, M.: see Chiewanichakorn, M., Arefm A.J., and Alampalli, S.


Fujihara, K.: see Huang, Z., Fujihara, K., and Ramakrishma, S.


Grenestadt, J.: see Bekisli, B and Grenestadt, J.

Gupta, K.: see Chandra, R., Singh, SP, and Gupta, K.

Harrison, A.: see Nayeb-Hashemi, H., Harrison, A., and Vaziri, A.

Hassan, M.A.: see Taheri, F and Hassan, MA

Huang, Z, Fujihara, K., and Ramakrishma, S: Tensile Stiffness and Strength of Regular Braid Composites: Correlation of Theory with Experiments, Jan., 34

Krueger, R: see O’Brien, T.K. and Krueger, R.

Kumosa, L.: see Armentrout, D, Kumosa, L., Kumosa, M., and Benedikt, B.

Luo, HL: see Wan, Y.Z., Wang, Y.L., and Luo, H.L.


Poe, CC: see Glaessgen, E.H., Raja, I.S., and Poe, C.C.
Raju, I.S.: see Glaessgen, E.H., Raju, I.S., and Poe, C.C.

Ramakrishma, S.: see Huang, Z., Fujihara, K., and Ramakrishma, S.

Reeder, J.: Refinements to the Mixed-Mode Bending Test for Delamination Toughness, Oct., 191

Rupnowski, P.: see Gentz, M., Armentrout, D., Rupnowski, P., Kumosa, L., Sutter, J.K., and Kumosa, M.

Sutter, JK: see Gentz, M., Armentrout, D., Rupnowski, P., Kumosa, L., Sutter, J.K., and Kumosa, M.

Taheri, F. and Hassan, M.A.: A Rational Procedure for Development of Hybrid Composite Masts, April, 108


Vaziri, A.: see Nayeb-Hashemi, H., Harrison, A., and Vaziri, A.

Vizzini, A.J.: see Uleck, K.R. and Vizzini, A.J.


Wang, Y.L.: see Wan, Y.Z., Wang, Y.L., and Luo, H.L.

Whitcomb, J.: see Noh, J. and Whitcomb, J.
A

Acoustic emission
Stress Corrosion Cracking in a Unidirectional E-Glass/Polyester Composite Subjected to Static and Cyclic Loading Conditions (Armentrout, D., Kumosa, L., Kumosa, M., and Benedikt, B.), Oct., 202

B

Bridge decks
Failure Analysis of Fiber-reinforced Polymer Bridge Deck System (Chiewanichakorn, M., Arefm A.J., and Alampalli, S.), April, 121

C

Carbon fiber

Composite
Analytical Determination of Localized Heat Damage in Fiberglass Reinforced Beams Using the Frequency Response Shifting (Nayeb-Hashemi, H., Harrison, A., and Vaziri, A.), April, 87
Refinements to the Mixed-Mode Bending Test for Delamination Toughness (Reeder, J.), Oct., 191

Composite insulators
Stress Corrosion Cracking in a Unidirectional E-Glass/Polyester Composite Subjected to Static and Cyclic Loading Conditions (Armentrout, D., Kumosa, L., Kumosa, M., and Benedikt, B.), Oct., 202

Composites
Effect of Laminate Design and Loads on Crack Opening Volume in Laminates Used in Cryogenic Tanks (Noh, J. and Whitcomb, J.), July, 173
Stress Corrosion Cracking in a Unidirectional E-Glass/Polyester Composite Subjected to Static and Cyclic Loading Conditions (Armentrout, D., Kumosa, L., Kumosa, M., and Benedikt, B.), Oct., 202

D

Damping
Experimental Evaluation of Damping of Fiber-reinforced Composites (Chandra, R., Singh, S.P., and Gupta, K.), April, 96

Delamination
An Efficient Analysis for the Debonding of Stitched Skin-Stiffened Structures (Glaessgen, E.H., Raju, I.S., and Poe, C.C.), Jan., 69
Refinements to the Mixed-Mode Bending Test for Delamination Toughness (Reeder, J.), Oct., 191

Fiber-reinforced composites
Experimental Evaluation of Damping of Fiber-reinforced Composites (Chandra, R., Singh, S.P., and Gupta, K.), April, 96

Fiber-reinforced polymer
Failure Analysis of Fiber-reinforced Polymer Bridge Deck System (Chiewanichakorn, M., Arefm A.J., and Alampalli, S.), April, 121

Finite element analysis
Failure Analysis of Fiber-reinforced Polymer Bridge Deck System (Chiewanichakorn, M., Arefm A.J., and Alampalli, S.), April, 121

Fracture toughness
Refinements to the Mixed-Mode Bending Test for Delamination Toughness (Reeder, J.), Oct., 191

G

Geometric description
Tensile Stiffness and Strength of Regular Braid Composites: Correlation of Theory with Experiments (Huang, Z, Fujihara, K., and Ramakrishna, S.), Jan., 34

Glass epoxy

Grid skins
Wrinkling of Zebra Skin Sandwich Panels (Bekisl, B. and Grenestad, J.), Oct., 196

Harness satin
Mechanical Behavior of a Woven Graphite/PMR-15 Composite at Room and Elevated Temperatures Determined from the ±45° Tensile and Iosipescu Shear Tests (Gentz, M., Armentrout, D., Rupnowski, P., Kumosa, L., Sutter, J.K., and Kumosa, M.), Jan., 22

Heat damage
Analytical Determination of Localized Heat Damage in Fiberglass Reinforced...
Beams Using the Frequency Response Shifting (Nayeb-Hashemi, H., Harrison, A., and Vaziri, A.), April, 87

Iosipescu
Mechanical Behavior of a Woven Graphite/PMR-15 Composite at Room and Elevated Temperatures Determined from the ±45° Tensile and Iosipescu Shear Tests (Gentz, M., Armentrout, D., Rupnowski, P., Kumosa, L., Sutter, J.K., and Kumosa, M.), Jan., 22

Laminates
Effect of Laminate Design and Loads on Crack Opening Volume in Laminates Used in Cryogenic Tanks (Noh, J. and Whitcomb, J.), July, 173

Loss factor
Experimental Evaluation of Damping of Fiber-reinforced Composites (Chandra, R., Singh, S.P., and Gupta, K.), April, 96

Mast loads
A Rational Procedure for Development of Hybrid Composite Masts (Taheri, F. and Hassan, M.A.), April, 108

Masts
A Rational Procedure for Development of Hybrid Composite Masts (Taheri, F. and Hassan, M.A.), April, 108

Matrix crack
Effect of Laminate Design and Loads on Crack Opening Volume in Laminates Used in Cryogenic Tanks (Noh, J. and Whitcomb, J.), July, 173

Matrix cracking

Mechanical property
Tensile Stiffness and Strength of Regular Braid Composites: Correlation of Theory with Experiments (Huang, Z., Fujihara, K., and Ramakrishna, S.), Jan., 34

Regular braids
Tensile Stiffness and Strength of Regular Braid Composites: Correlation of Theory with Experiments (Huang, Z., Fujihara, K., and Ramakrishna, S.), Jan., 34

Sandwich
Wrinkling of Zebra Skin Sandwich Panels (Bekisli, B. and Grenestadt, J.), Oct., 196
Skin strips
Wrinkling of Zebra Skin Sandwich Panels (Bekisli, B. and Grenestadt, J.), Oct., 196

Stitching
An Efficient Analysis for the Debonding of Stitched Skin-Stiffened Structures (Glaessgen, E.H., Raju, I.S., and Poe, C.C.), Jan., 69

Tensile test
Mechanical Behavior of a Woven Graphite/PMR-15 Composite at Room and Elevated Temperatures Determined from the ±45° Tensile and Iosipescu Shear Tests (Gentz, M., Armentrout, D., Rupnowski, P., Kumosa, L., Sutter, J.K., and Kumosa, M.), Jan., 22

Textile composite
Tensile Stiffness and Strength of Regular Braid Composites: Correlation of Theory with Experiments (Huang, Z., Fujihara, K., and Ramakrishna, S.), Jan., 34

Transverse tensile strength

Weibull distribution